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Amendments To The Claims 

Please amend the claims as follows: 

1. (Currently Amended) A gas turbine arrangement comprising: 

a transmission including a planetary gear drive with ajixed planet carrier and carrier, and 
an arrangement for driving at least one auxiliary uni t, said fixed planet carrier being stationarilv 
arranged relative to a casing of said transmission ; and 

said at least one auxiliary unit being operatively connected to a planet wheel shaft 
forming part of the transmission. 

2. (Original) The gas turbine arrangement as recited in claim 1, wherein the auxiliary unit 
connected to the planet wheel shaft is connected directly to the planet wheel shaft. 

3. (Original) The gas turbine arrangement as recited in claim 1, wherein the auxiliary unit 
connected to the planet wheel shaft is built into the transmission. 

4. (Original) The gas turbine arrangement as recited in claim 1, wherein the auxiliary unit 
connected to the planet wheel shaft is an oil pump. 

5. (Original) The gas turbine arrangement as recited in claim 1, wherein the auxiliary unit 
connected to the planet wheel shaft is a rotary oil separator. 
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6. (Original) The gas turbine arrangement as recited in claim 1, wherein all auxiliary units driven 
from the transmission are directly connected to one or more of the planet wheel shafts forming 
part of the transmission. 

7. (Original) The gas turbine arrangement as recited in claim 1, wherein the gas turbine 
arrangement comprises a generator and is stationarily arranged for the generation of electrical 
power. 

8. (Currently Amended) A transmission driven by a gas turbine engine, the transmission 
comprising: 

a planetary gear drive with fixed planet carrier, and an arrangement for driving at least 
one auxiliary uni t, said fixed planet carrier being stationarily arranged relative to a casing of said 
transmission ; and 

said at least one auxiliary unit being operatively connected to a planet wheel shaft 
forming part of the transmission. 
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